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Product Description.

* TMS L980 is the ideal applicator for
spraying lime powder mixture to cargo
holds.

* |t's easy to handle and is equipped with
camlocks and quick coupling
connections

* TMS L980 can also be used
independently for fluid transfer.

Etc: Acids, Solvents, Flammables and
cleaning fluids

TMS L980 Air Diaphragm Pump 1
Inlet/Outlet 117
Air Inlet : 1/2” NPT(F)
Max flow rate 150 gpm

Maximum pump speed : 280 cpm
Max Discharge Pressure: 8.75 bar (125psi)

Material : Wetted Parts Polypropylene, Diaphragm Teflon
Weight : 8.2kg
9822.8841 Outlet Hose - ID 3/4” X 50MTR PVC Steel Coil Reinforced Hose Connect 1

With 3/4” Camlock Coupling One End, And 3/4” x 1" Reducer

9822.8842 Inlet Hose — ID 1” X 10MTR PVC Steel Coil Reinforced Hose Connect 1
With 1" Camlock Coupling One End

9822.8843 Air Inlet Hose — ID 1/2” X 25MTR Air Rubber Hose With Quick Coupling 1
One End, Universal Coupling Another End

Optional :

Copper Pipe 3/4” OD x Imm x 6mtr
Aluminum Pipe 1-1/4” OD x 3mm X 6mtr
Lime Powder 25kg / Bag

Milk Powder 25kg / Bag

Sugar 25kg / Bag



